Objekts: DAUDZDZIVOKLU DZIVOJAMAS VMAJAS VIENKARSOTA FASADES
ATJAUNOSANA

SKAIDROJOSAIS APRAKSTS

Projekta dokumentacijas izstradei par pamatu izmantoti €kas tehniskais atzinums,
energosertifikats un Latvijas Republikas normétie dokumenti, tadi ka Latvijas blivnormativi,
Valsts standarti, Ministru kabineta noteikumi un saistoSie ES standarti, ka ari Pasititaja
projektésanas uzdevums, telpu razo$anas un ekspluatacijas tehnologijas prasibas:

1. Projektesanas uzdevums.

2. LBN 002-15 Eku norobezojo$o konstrukciju siltumtehnika.

3. LBN 003-19 Bavklimatologija.

4. LBN 231-15 Dzivojamo un publisko €ku apkure un ventilacija.
5. LBN 211-15 Daudzstavu daudzdzivoklu dzivojamie nami

6. LBN 201-15 Biivju ugunsdrosiba

Pielietojamajiem biivnormativiem, standartiem un noteikumiem vienmér jabit pasiem
jaunakajiem speka esoSajiem biivniecibas etapa laika. Ja izmantotais standarts, kas minéts $aja
projektd ir ticis nomainits ar citu jaunaku standartu, japielieto jaunais standarts vai
blivnormativs.

Visas atkapes no projekta risindjuma, kuras var butiski ietekmet projekta risinajuma
realizaciju nepiecieSams rakstiski saskanot ar projekta autoru un citdm projekta sadalam.

Projekta uzraditie agregatu, iekartu un citu izstradajumu razotaji ir noraditi ka piemers,
lai noteiktu izstradajumu kvalitates prasibas. Uzraditos materialus un iekartas ir pielaujams
nomainit pret analogiem cita razotaja izstradajumiem ieverojot kvalitates un tehniskas prasibas,
veicot agregatu un projekta risingjumu saskanoSanu ar projekta autoru pirms buvdarbu
uzsakSanas un iekartu pasiitiSanas. Pirms projekt€jamas apkures sist€mas uzstadiSanas veikt
es0$as sistemas demontazu lidz siltummezglam.

APKURE

Eka siltumenergijas avots ir esoSais siltummezgls. Caurulvadu montazai paredzéts
izmantot presétas t€rauda caurules VIEGA SANPRESS.

Caurulu, radiatoru, izlaides, automatisko atgaisotaju vieta ir dota orient&josi, kur
izvietojumu preciz€t montazas laika.

Montazas laika izbtuivéjot mezglus japaredz to erta apkalposana.

P&c montazas veikt sist€émas hidraulisko parbaudi ar spiedienu — 5 bari.

Ekas apkurei projektéta divcaurulu apkures sistema. Apkures sistemas sadaloSie
magistralie caurulvadi ir izvietoti zem &kas pagrabstava griestiem. Stavvadi izblvi precizét
montaZzas laika, dzivoklos gulvadi tiek buveti atklati virs gridas.

Katram dzivoklim paredz€ta individuala siltuma apgade un uzskaite, izmantojot
siltuma skaititaju, kuri atrodas pagrabastava sledzamos skapiSos. Katram dzivoklim siltuma
plusma tiek ieregul€ta izmantojot balanséSanas varstu.

Radiatori ir aprikoti ar termostatiska ventila ieliktni- un radiatora varstu. Papildus
aprikojot ar termpgalvu, ar minimalu telpas iestatljuma temperatiru +16°C- nodroSinot
regulacijas iespgju.

Atpakalgaitas pieslégumu aprikot ar iepriek$gjas regulacijas varstu.
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Kapnu telpa radiatoriem paredzéti pret zadzibu un patvaligu termoregulatora grozisanas
iespgjam termogalvas, kuru regulacija iesp&jama ar specialu tam paredzetu atslégu.

Magistralos caurulvadus €kas pagrabstava un stavvadus nepiecieSams izolét ar "Paroc"
akmens vates izolaciju 50 mm biezuma. Caurulvadugulvadus dzivoklos nav paredz&ts izolét.

UgunsdroSo buivkonstrukciju un inzeniertiklu Skérsojuma vietu spraugas aizpilda ar
ugunsdrosiem blivéjumiem vai sistémam, kuru ugunsizturiba var biit par pakapi zemaka neka
ugunsdrosam konstrukcijam noteikta ugunsizturiba, bet ne zemaka par EI 60.
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Metala caurules ugunsdros$ais blivéjums

Térauda, keta val Suguna caurue

no 210 lidz @159 mm;
Vara cauruks o
no 210 fiz @42 mm Ugunsdrod bandaZas lents
HILTI CFS-B 2 kartas
i no abam pusém
o
30 Iidz 15 mm
| BB |
| - ]
G 4 B
o A
3 \ - ‘
3
| |
Dzelzsbetona parsegums Lert iestradat fidz vidus atimei
HILT! ugunsdrodals
alrila hermétiis CFS-SACR
10 mm dzilima

Piezime:

1. Risnajums L produikts atbllst ETA-10/0212 (Eiropas tehviskals apstiringhums)
2. Ja sprauges platums starp lertl un konstrukellu pArsnledz 15mm, fad spratigas nobivESanval Lzmentot cementa javu {mex Sprauges

platums 50mm).

Sisteémas atgaisoSana paredzEta caur radiatora atgaisotaju, kas ietilpst radiatora

komplektacija. Papildus atgaisotaju un drenazas ventilu uzstadiSanu precizét montazas gaita,
kas projekta netiek atspogulots.

Sistemas iztukSoSana var veikt siltummezgla un pie katras siltumskaititaju grupas

pagrabtelpa zemakaja stavvada vieta.

laika.

Caurulvadu izvietojums noradits tikai aptuveni, pasu izvietojumu preciz€t montazas

Ara gaisa aprékina parametri.

Sezona Temperatiira Relativais mitrums
Vasara I +27°C I 78 % |
| Ziema | -23.3°C I 86 % |

Energones&ju parametri

Sisteéma Turpgaitas IAtpakalgaitas
temperatiira, C° temperatiira, C°
Apkures sist€ma. 70 50
SILTUMMEZGLS

Apkures sist€mas paredzeta pec atdalitas piesleguma shémas.
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Siltumenergijas uzskaitei paredz&ts jauns siltuma skaititajs.
Siltumnesgja paterina regulésanai uz siltumnesgja padeves caurulvada uzstadits regulators ar
elektrisko izpildmehanismu un vadibas pulti.

Projekta dokumentaciju nedrikst izmantot citu biivju projekt€$ana un biivnieciba bez
projekta autora rakstiskas atlaujas.
Projekta uzraditie agregatu, iekartu un citu izstradajumu razotaji ir noradami ka piemérs, lai
noteiktu izstradajumu kvalitates prasibas. Uzraditie materiali un iekartas ir pielaujams nomainit
pret analogiem cita razotaja izstradajumiem ievérojot kvalitates un tehniskas prasibas. Pirms
biivniecibas uzsaksanas materiali, kas izv€léti analogi TP risinajumiem saskanojami ar projekta
autoru.
Siltumizolacija.
Siltummezgla caurulvadu izolacija tiek veikta ar firmas “PAROC” akmens vates ¢aulam Hvac
Section AluCoat, b=50 mm, un parklati ar PVC parklajumu. Pirms izolacijas caurulvadus un
izolgjamas virsmas attira no riisas un parklaj ar gruntslaku GF-0121.
AtgaisoSana un iztukSoSana.
Siltummezgla augstakajas vietds paredzet atgaisoSanai nepiecieSamo armatiiru. Zemakajas
vietas paredzet armatiiru idens izlaidei no sistemas.
Montazas seciba un hidrauliskas parbaudes.
P&c montazas veic siltummezglu caurulvadu hidraulisko parbaudi ar spiedienu 12,0 kg/cm2,
atrsilditaju ar spiedienu 12,0 kg/cm?2.

Izstradaja: [.Gromova

Parbaudija: R. Grieténs

16.12.2019.



2 3 4 5 6 7 8
Projekta raséjumu saraksts Projekta galvenie raditaji
Ras€juma Nr. | Nosaukums Piezimes Nr Ekas (bves) | Siltuma paterins, kW
AVk-A 1 | APKURE. VISPARIGIE RADITAII nosaukums | Apkure | Kopa | Piezimes:
AVk-A 2 | APKURE. PAGRABSTAVA PLANS . Daudzdzivoklu
= = - | dzivojama maja| 55,00 55,00
AVk-A 3 | APKURE. 1. STAVA PLANS
AVk-A 4 | APKURE. 2. STAVU PLANI
AVk-A 5 | APKURE. 3. STAVU PLANI Apzimé&jumi
AVk-A 6 | APKURES SHEMA Radiatoru siltumapgades
AVk-A7 | SILTUMMEZGLA SHEMA turpgaita
Radiatoru siltumapgades
atpakalgaita
Projekta dokumentacijas izstradei par pamatu izmantots Pasititaja projektéSanas X< Noslégvarsts
uzdevums un Latvijas Republikas normétie dokumenti, tadi ka Latvijas buvnormativi,
Valsts standarti, Ministru kabineta noteikumi un saistosie ES standarti, ka art Q Termostatiskais varsts
Pasdtitaja projektéSanas uzdevums, telpu razo$anas un ekspluatacijas tehnologijas ar galvu
prasibas: . j
m Sistémas balansésanas varsts
1. LBN 002-15 Eku norobeZojo$o konstrukciju siltumtehnika.
2. LBN 003-19 Bivklimatologija. E Filtrs
3. LBN 231-15 Dzivojamo un publisko €ku apkure un ventilacija.
4. LBN 21 1'15 DaudZStE_lVU daUdZdZTvok!U dZTVOjamie I’Iaml — Apkures radiators ar termorgalvu
5. LBN 201-15 Bivju ugunsdrosiba
Pielietojamajiem bavnormativiem, standartiem un noteikumiem vienmer jabat % % V. - izlaides varsts
pasiem jaunakajiem spéka esoSajiem bivniecibas etapa laika. Ja izmantotais DzZivokla siltuma uzskaites
standarts, kas minéts $aja projekta ir ticis nomainits ar citu jaunaku standartu, mezgls
japielieto jaunais standarts vai bavnormativs.
Visas atkapes no projekta risinajuma, kuras var batiski ietekmét projekta Manometrs _ __
risindjuma realizaciju nepiecie$ams rakstiski saskanot ar projekta autoru un citam GENERALPROJEKTETAJS
iekt lam. SIA "CDP"
projekta sadalam Termometrs Vienotais reg. Nr. 40103186898

Projekta uzradttie agregatu, iekartu un citu izstradajumu razotaji ir noraditi ka
piemérs, lai noteiktu izstradajumu kvalitates prasibas. Uzradito materialu un iekartu
aizstaSana/nomaina atlauta tikai ar ekvivalentiem (ar pilnigi tadu pasu nozimi, lielumu,
stiprumu u. tml.).

Siltuma skaititajs

Adrese: Unijas iela 71-172, Riga, LV- 1084

Automatiskais atgaisotajs

Spiediena regulators

Divgaitas varsts ar motoru

IZSTRADATAJS

SIA "JG PROJEKTI"
Vienotais reg. Nr. 43603086735
Bavkomersanta reg. Nr. 15137

Adrese: Kilinu cel$ 2, Jelgava, LV- 3003 P R@J EKTI

e-pasts info.jgprojekti@gmail.com

G

Cirkulacijas suknis

DroSibas varsts

BUVOBJEKTA NOSAUKUMS

FASADES VIENKARSOTA ATJAUNOSANA
SMILTENE, DAUGAVAS IELA 2

Vienvirziena varsts

®| % | B [Rolox],| I |0/ O|E

Udens skaititajs

ADRESE PASUTIJUMA NR.

DAUGAVAS IELA 2, SMILTENE 09/2019
Bavspecialists R. GRIETENS 16.12.2019 | |
Tehn.izstradatajs | I. GROMOVA 16.12.2019

RASEJUMA NOSAUKUMS
APKURE. VISPARIGIE RADITAJI

MEROGS MARKA LAPAS KOPA ARHIVA REG. NR.
B.M. AVK 7 09/19
STADIJA NUMURS LAPASNR! CAUREJOSAIS NR.

AK AVK-A-01 1

7 A3
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ST.9-T1,T2 d-22; 0.241/s ST1'1_6(‘) N ST.15-T1, T2 d-15; 0.08l/s d-15; 0.08l/s d-15; 0.05l/s
d-15; 0.07l/s NV-20 gT 24 T ?2 a-19, 0.01lis oT.14-T1, T2 Vienotas 1o Nr. 43603086735
) . .24-T1, i} E - ; ; / \ ienotais reg. Nr. ==
1 ST.17-T1,T2 d-18: 01I/s ST.23-T1, T2 d-15; 0.07)/s DZIV_OK!U siltuma uzskaite 2 Bavkomersanta reg. Nr. 15137
_ d-15: 0.08l/s s Y d-18; 0.1l/s ST.22-T1, T2 skatit mezglu — Adrese: Kilinu cel$ 2, Jelgava, LV- 3003 PROIEKTI
Dzivoklu siltuma uzskaite d-15: 0.07l/s e-pasts info.jgprojekti@gmail.com J
PIEZTMES skatit mezg|u ’ BUVOBJEKTA NOSAUKUMS
1. Visi izméri doti milimetros. FASADES VIENKARSOTA ATJAUNOSANA
2. Stavu planus skatit kopa ar shému, skaidrojo$o aprakstu. APKURES STAVVADA NOSLEGUMA MEZGLS SMILTENE, DAUGAVAS IELA 2 E
3. Apkures sistémas kritumi 0.002, atpakalgaitas caurulvadiem javeido siltumneséja APKURES STAVVADA PIESLEGUMS
plasmas virziena, bet turpgaitas caurulvadiem pretgji siltumneséja plismai- virziena - _ . . ADRESE PASUTIJUMA NR.
uz siltummezglu. PIE MAGISTRALES Dzivoklu siltuma uzskaites mezgls rermogalva DAUGAVAS IELA 2, SMILTENE 09/2019
4. Sistémas zemakajas vietas uzstadtt izlaides ventilus. . - £
5. Eka radiatoru uzstadi$anu veikt atbilsto$i radiatora shémai. Uz/ no centrala siltuma mezgla ar varstu Buvspecialisls | R, GRIETENS 16.12.2019
§. Apk_ures mag|str_alos_ _cavl_Jru!vadus dzivokl |z_t3uvet virs gridas. C'al{ru!vadu N stavvads NV S1ltgma slfa1t1.tajs_WliM26 _ ) Tehn.zstradatajs | I. GROMOVA 16.12.2019
izvietojums dots orientgjosi. Caurulvadu montazas augstumu precizét darba gaita. q ar distanc@tu ikménesa nolasisanu,
7. Apkures sistémas stavvadu caurulvadi izbGvejami no preséjamam térauda MESAdata WTT16.SPV02 TSRS
caurulém. % AT Uz apkures sistému i A
8. Vietas, kur nav noradits caurulvadu diametrs d15. v >150 mm \ radiators APKURE. PAGRABSTAVA PLANS.
9. Vietas, kur caurulvadi Skérso starpstava parsegumu un ugunsdrosSo nodalijumu, DN1S pieslégums pie L MEROGS MARKA LAPAS KOPA ARHIVA REG. NR.
caurumus paredzét aizpildit ar ugunsdrosiem hermetiz&joSiem materialiem, kuriem ir NV magistrales D—A—>P¢ No apkures sistemu noslegvarsts 1:100 AVK 09/19 F
attieciga ugunsizturibas robeza. ar prickSiestadjumu STADIJA NUMURS LAPAS NR. CAUREJOSAIS NR.
AK AVK-A-02 2
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’ Q=515W Q=165W — g " ST.21-T1, T2 Q=885W . d-15; 0.07V/s |' / - / 3. Apkures sistémas kritumi 0.002, atpakalgaitas caurulvadiem javeido siltumneséja
d-15; 0.08l/s 3 stava Q—620 Dzivoklu siltuma uzskaite IN C22-400-1000 / - / : pldsmas virziena, bet turpgaitas caurulvadiem pretgji siltumneséja plismai- virziena
C22-400-1000 oride A Se—— Q=885W ) / - ' uz siltummezglu,
Q=885W \ -_ skatit mezglu ! |- /[/pa_gﬂ S:I'I—?;l T'I1'1 T$2 M _ % : 4. Sistémas zemakajas vietas uzstadit izlaides ventilus.

T1, T2 ST.2-T1,T2 k . 'I/ grida ST:22—_ 1. T2 | / / Dvielu Zavétajs 5. Eka radiatoru uzstadisanu veikt atbilsto$i radiatora shémai.

d-15; 0.04l/s d-18; 0.11l/s - o DZTVoK] tlt Kait . / ’ 6. Apkures magistralos caurulvadus dzivoklT izbaveét virs gridas. Caurulvadu
11-400-800 T, T2 \ - - - ﬂ : . ZIVOKiu siituma uzskaite / 8 / izvietojums dots orient&joSi. Caurulvadu montazas augstumu precizét darba gaita.
Q=415W d-15: 0.01l/s ST4-T1,T2 ! Dq—1|5;vQ.0f‘rtl[$ skattt mezglu . % : 7. Apkures sistemas stavvadu caurulvadi izblvejami no preséjamam térauda
C22-400-1000 N Dvielu Zavatajs ST.12-T1,T2 vielu zavetajs C11-400-1000 / . . / caurulém.

=885W oA | Qo165 ST.20-T1, T2 8;;31450%/ 1400 . / : ’ % : 8. Vietas, kur nav noradits caurulvadu diametrs d15.
|/ . > s_téva :ii ; . / . // / 9. Vietas, kur caurulvadi S$kérso starpstava parsegumu un ugunsdro$o nodalijumu,
C11-400-1100 N, .'d Q=1240W . / : ) % : STA1-T1, T2 caurumus paredzét aizpildit ar ugunsdroSiem hermetizéjoSiem materialiem, kuriem ir
Q=570W g T1.T2 IST10-T1, T2 Dzivoklu siltuma uzskaite E pagraba / : // g / T1,T2 attieciga ugunsizturibas robeza.
(!"" d-15; 0.05l/s ST.2-T1, T2 skatit r’;1ezglu / grida . % : ) % . d-15: 0.081/s
™, 12 STAQ-T1,T2 | 21 011 f /M % % STA-T1, T2
d-15: 0.03l/s_>~"C11-400-1000 d-15; 0.08l/s g 1,8' o111 T1, T2 T1, T2 / ) / g % N m GENERALPROJEKTETAJS
124664200 o ° d-22; 0.26l/s ‘ d-15; 0.05l/s _ % ; / : | o SIA "CDP"
‘ -400- Dvielu 2avétajs T1, T2 ’ : / . % > ) Vienotais reg. Nr. 40103186898
=620W Al | Q—1é5W Dzivok|u siltuma uzskaite d-22: 0.26/s 2 11,72 / / - Dvielu 3avatai 2. stava Adrese: Unijas iela 71-172, Riga, LV- 1084
' |l 5 skatft mezglu ST.7-T1,T2 . d-15; 0.08l/s " / T = o SIS L~ grida IZSTRADATALS
, 1. stava : : / 8 § Q=165W y A STO-T1 T2
C22-400-1000 < \ > Grida ST.15-T1, T2 : \ . / : % = C11-400-800 l/f(/ || 112
Q:885W ; N i ST.3-T1, T2 ) 2 : \ : \/ . / . / Q=415W , . .
!/ d-15; 0.08l/s ST.18-T1. T2 INST.11-71, 12 ST.23-T1, T2 ~NV-20 \ : v : % : d-15; 0.06l/s Vienas reg, . 43605086735
. ; — r’j ST.19-T1, T2 Zem pagraba griestiem T1, T2 ) v : / C22-400-1200 / ST.1-T1,T2 Bavkomersanta reg. Nr. 15137
A -: -: A T iy Vot / - Q=1065W [ d-15: 0.08l/s STO9-T1,T2 Adrese: Kalinu cel$ 2, Jelgava, LV- 3003 PRO|EKT]
d-15; 0.04l/s : d-22: 0.26l/s 1 T2 e 1.ells Dzivok|u siltuma uzskaite s % N d-15; 0.071/s e-pasts info.jgprojekti@gmail.com J
\’. C€22-400-1000 ST.10- T1, T2 |Ff’§ d-54; 2.01//s skatit mezglu - !l POVOBJEKTANOSAUNS
N Q=885W ST.A8-T1, T2 < T1,T2 Dvielu Zavetajs 1. stava FASADES VIENKARSOTA ATJAUNOSANA
. ST2-T1,T2 . d-22; 0.26l/s Q=165W I grida SMILTENE, DAUGAVAS IELA 2
Dzivoklu siltuma uzskaite \\NV-25 C11-400-1000 /(,// ST.17-T1, T2
skatft mezglu IV-15 § Q=515W | d-15; 0.08l/s ADRESE PASUTIJUMA NR.
- \ ST.24-T1, T2 DAUGAVAS IELA 2, SMILTENE 09/2019
Zem pagraba griestiem T1, T2 . | 1. stava ' ST.16-T1, T2 £22-400-1400 /
d-22; 0.25l/s rida S \ST.8-T1,T2 Q=1240W Bavspecialists | R. GRIETENS 16.12.2019
UZ/ NO SILTUMMEZGLU _~ S S IV-15 /" \W\y_20 T1, T2 Tehn.izstradatajs | 1. GROMOVA 16.12.2019
GoA 2T /// : B STA7-T1, T2 d-15; 0.051/s
e |! 881%91 . :Fr11 ’ '-II'—S T1, T2 " RASEJUMA NOSAUKUMS ]
NV-20 EH| B . d-15; 0.08l/s APKURES SHEMA
Dzivoklu siltuma uzskaite _ _
AR IV-15 — MEROGS MARKA LAPAS KOPA ARHIVA REG. NR.
. skattt ‘mezg lu . . . i i i i . . . . . . . . . . . . . . 1:100 AVK 09/19
) ) ) ) : : : ) ) ’ : : ) ) ) ’ : : : : STADIJA NUMURS LAPAS NR. CAUREJOSAIS NR.
AK AVK-A-06 6
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1 2 3 | 4 5 6 7 8
Argaisa temperatiiras ECL296 + A230
sensors ECMT
@E— OJON®)
. - T1-DN50 uz apkures
Siltumskaititajs = —
apgades sisttmu
SonoMeter30 DN25 6.0m3/h 5 5 Q=55 kW
ILTUMMAINI _ N
TI-DN4Onmo APKUREL 55 kW | G=237mh 2;37 m/h
siltumtikliem VM2 DNI15, kvs-2.5 Danfoss t=70°C
Q=55 kW DNI5 +AMV10 XB06L-1-26 CU DNIS
G=1,58 m*h f;)lf(’: NAVAL PNI6 UZ APKURES
— 120°C =
t=90° SISTEMU
90°C 250 DN40 / g 250 @
—)- ~ )j - ﬁi TE - 0
— —l
3D 5D N16 J t
skait.piesl.D skait.piesl.D 120°C DNI5 NAVAL
DNI15 PN16 DN50
PN16 120°C
120°C
Apkures cirkulacijas siknis
Wilo-Stratos MAXO 25/0,5-6 PN 10
NI
120°¢ NO APKURES
@50 < SISTEMAS
= " 8 =
T2-DN40 uz DNI5 Filtrs NAVAL
siltumtikliem PNI6 AVP DNI5 kvs-2.5 120°¢ DN50
G=1,58 mh 120°C TN R
t=60°C Izpl. L 1o aplaures
@32 apgades sist€émas
tvertne | |[o=sskw
Apzimé&jumi [ t=50°C
Radiatoru siltumapgades V=150 L
turpgaita Drosibas varsts
Radiatoru siltumapgades Lodv.kr GENERALPROJEKTETAJS
atpakalgaita DN20 SIA"CDP"
X Noslégvarsts @ 1[)21\(1)1(6; Vienotais reg. Nr. 40103186898
_ Adrese: Unijas iela 71-172, Riga, LV- 1084
Udens skaititajs {{S%FLtEX6 30°C — ) s
] — itr1, 6 bar, °C |IZSTRADATAJS
ﬂ Filtrs om=1.5m3/h lestikngjama gaisa
spiediens- 1.5 bar
% % I.V. - izlaides varsts
Filtrs SIA"JG PROJEKTI"
PN16 Vienotais reg. Nr. 43603086735
@ Manometrs Bﬁgo 120°C Bavkomersanta reg. Nr. 15137
120°C Adrese: Kilinu cel$ 2, Jelgava, LV- 3003
q') Termometrs e-pasts info.jgprojekti@gmail.com P RQJ EKTI
. . BUVOBJEKTA NOSAUKUMS
m:E:ﬂl Siltuma skaititajs
————— FASADES VIENKARSOTA ATJAUNOSANA
Automatiskais atgaisotajs SM”_TENE DAUGAVAS IELA 2
El
@ Spiediena regulators —
ADRESE PASUTIJUMA NR.
I% Divgaitas varsts ar motoru PIEZIMES DAUGAVAS IELA 2, SMILTENE 09/2019
Shémas izvietojumu precizét montazas laika,
@< | Cirkulacijas saknis lzmanotojot esoZo siitummezglu. Buvspecilists | R. GRIETENS 16.12.2019
.o _ Tehn.izstradatajs | . GROMOVA 16.12.2019
DroSibas varsts
>« Vienvirziena varsts RASEJUMA NOSAUKUMS _
SILTUMMEZGLA SHEMA
@ Udens skaititajs _ _
MEROGS MARKA LAPAS KOPA ARHIVAREG. NR.
B.M. AVK 7 09/19
STADIJA NUMURS LAPAS NR. CAUREJOSAIS NR.
AK AVK-A-07 1
1 2 3 5 6 7 A3




AVK sadalas iekartu, konstrukciju un materialu kopsavilkums

Apkure
Nr.|Nosaukums, aprikojums Izmeri, modelis| Materials |Daudzums| Meérvieniba
1 [Vecas sistemas demontaza 1 objekts
Terauda pres€jama caurule - Viega
2 |apkurei d15-15x1 Sanpress 980 m
Teérauda pres€jama caurule - Viega
3 |apkurei d18- 18x1 Sanpress 172 m
Terauda pres€jama caurule - Viega
4 |apkurei d22- 22x1 Sanpress 75
Térauda pres€jama caurule - Viega
5 |apkurei d28-28x1,2 Sanpress 50 m
Terauda pres€jama caurule - Viega
6 |apkurei d35-35x1,5 Sanpress 6 m
Térauda pres€jama caurule - Viega
7 |apkurei d42-42x1,5 Sanpress 32 m
Terauda pres€jama caurule - Viega
8 |apkurei d54- 54x1,5 Sanpress 10 m
Viega
9 |Teérauda pres€jams likums 90° 15 Sanpress 624 gab
Viega
10 |T&rauda presgjams likums 90" 18 Sanpress 63 gab
Viega
11 |Térauda pres€jams likums 90° 22 Sanpress 34 gab
Viega
12 |T&rauda presgjams likums 90" 28 Sanpress 8 gab
Viega
13 |T@rauda pres€jams T-gabals 90" 15/15 Sanpress 114 gab
Viega
14 |T@rauda presg€jams T-gabals 90" 15/15/18 Sanpress 16 gab
Viega
15 |T@rauda presg€jams T-gabals 90" 18/18/15 Sanpress 14 gab
Viega
16 |T@rauda presg€jams T-gabals 90" 18/18 Sanpress 8 gab
Viega
17 |T@rauda pres€jams T-gabals 90" 22/22/15 Sanpress 30 gab
Objekta nosaukums:
DAUDZDZIVOKLU DZIVOJAMAS
Izstradaja; L. Gromova | MAJAS VIENKARSOTA FASADES
ATJAUNOSANA DAUGAVAS IELA 2,
Parbaudija: R. Grieténs SMILTENE
Marka
Projekta stadij: Apliecinajumu karte| AVK.SM.IS Lapa Lapu sk.
Iekartu un materialu kopsavilkums 1 5




Nr.|Nosaukums, aprikojums Izmeéri, modelis| Materials |Daudzums| Mervieniba
Viega
15 |T@rauda presg€jams T-gabals 90" 22/22/18 Sanpress 10 gab
Viega
16 |Terauda presg€jams T-gabals 90" 28/28/15 Sanpress 6 gab
Viega
17 |Terauda presg€jams T-gabals 90" 28/28/18 Sanpress 4 gab
Viega
18 |Térauda presgjams T-gabals 90° 28/28 Sanpress 2 gab
Viega
19 |T@rauda pres€jams T-gabals 90" 35/35/28 Sanpress 2 gab
Viega
20 |Terauda pres¢jams T-gabals 90° 54/54 Sanpress 2 gab
Viega
21 |T@rauda pres€jams X-gabals 90" 42/42/22/22 Sanpress 2 gab
Viega
22 |Térauda pres€jama pareja 18/15 Sanpress 22 gab
Viega
23 |Terauda pres€jama pareja 22/18 Sanpress 16 gab
Viega
24 |Térauda pres€jama pareja 28/22 Sanpress 8 gab
Viega
25 |Terauda pres€jama pareja 35/28 Sanpress 2 gab
Viega
26 |Térauda pres€jama pareja 42/28 Sanpress 2 gab
Viega
27 |Terauda pres€jama pareja 42/35 Sanpress 2 gab
Viega
28 |Teérauda pres€jama pareja 54/22 Sanpress 2 gab
29 |Gala vaks (izlaides kraniem) 15 20 gab
Teérauda radiators ar sienas PURMO
30 [stiprinajumiem un atgaisotaju C11-400-1000 | COMPACT 16 gab
Te&rauda radiators ar sienas PURMO
31 |stipringjumiem un atgaisotaju C11-400-1100 | COMPACT 7 gab
Teérauda radiators ar sienas PURMO
32 [stiprinajumiem un atgaisotaju C11-400-1200 | COMPACT 11 gab
Te&rauda radiators ar sienas PURMO
33 |stipringjumiem un atgaisotaju C11-400-800 | COMPACT 14 gab
Teérauda radiators ar sienas PURMO
34 [stiprinajumiem un atgaisotaju C22-400-1000 | COMPACT 16 gab
Te&rauda radiators ar sienas PURMO
35 |stipringjumiem un atgaisotaju C22-400-1200 | COMPACT 3 gab
Teérauda radiators ar sienas PURMO
36 [stiprinajumiem un atgaisotaju C22-400-1400 | COMPACT 4 gab




Nr.|Nosaukums, aprikojums Izmeri, modelis| Materials |Daudzums| Meérvieniba
Teérauda radiators ar sienas PURMO
37 [stiprinajumiem un atgaisotaju C22-600-1100 COMPACT 2 gab
38 |Dvielu zavetajs apkurei 165W 26 gab
Radiatora termogalva ar varstu
39 [komplekts 15 97 gab
Radiatora termogalva ar varstu
40 |komplekts pret zadzibu 15 2 gab
Radiatora noslégvarsts ar
41 |prieksiestadijumu 15 99 gab
42 |Izlaides varsts t=110°; P=8 bar 15 20 gab
43 |Lodveida ventilis t=110°; P=8 bar 15 46 gab
44 |Lodveida ventilis t=110°; P=8 bar 20 46 gab
45 |Lodveida ventilis t=110°; P=8 bar 25 6 gab
46 |Lodveida ventilis t=110°; P=8 bar 50 2
47 |Dublu kérajs- filtrs 15 14 gab
Siltumskaititajs
SONOSELECT10 1,5m*h DN15
48 [130mm 15 14 kompl.
49 | Automatiskais atgaisotajs 15 2 gab
50 |BalanséSanas varsts 15 14 gab
Siltumizol.
¢aula PAROC
Hvac Section Paroc
Akmensvates izolacijas Caula, ar AluCoat T (AD=0,045
51 |alum. atstarojoSo slani; b=50mm 18/50 W/m*K) 200 t.m.
Siltumizol.
caula PAROC
Hvac Section Paroc
Akmensvates izolacijas ¢aula, ar AluCoat T (AD=0,045
52 |alum. atstarojoSo slani; b=50mm 22/50 W/m*K) 75 t.m.
Siltumizol.
¢aula PAROC
Hvac Section Paroc
Akmensvates izolacijas Caula, ar AluCoat T (AD=0,045
53 |alum. atstarojo$o slani; b=50mm 38/50 W/m*K) 50 t.m.
Siltumizol.
¢aula PAROC
Hvac Section Paroc
Akmensvates izolacijas ¢aula, ar AluCoat T (AD=0,045
54 |alum. atstarojoSo slani; b=50mm 35/50 W/m*K) 6 t.m.




Nr.|Nosaukums, aprikojums Izmeri, modelis| Materials |Daudzums| Meérvieniba
Siltumizol.
caula PAROC Paroc
Akmensvates izolacijas caula, ar | Hvac Section (AD=0,045
55 |alum. atstarojoso slani; b=50mm [AluCoat T42/50| W/m*K) 32 t.m.
Siltumizol.
¢aula PAROC Paroc
Akmensvates izolacijas caula, ar | Hvac Section (AD=0,045
56 |alum. atstarojoSo slani; b=50mm | AluCoat 54/50 W/m*K) 10 t.m.
57 |Siltumizolacijas fasondalas 1 kompl.
58 |PVC parklajums 1 kompl.
59 |Kompensatori 1 kompl.
60 [Nekustigie balsti 1 kompl.
61 |Stiprinajumi un paligmateriali 1 kompl.
62 [Montazas komplekts 1 kompl.
Apkures hidrauliskas parbaude
un sist€émas skalosana ,
balanséSana un balansésanas aktu
63 [sastadiSana 1 kompl.
Radiatoru vietas uzlabosana
64 |(Spaktelésana, krasosana) 99 kompl.
Sleédzams skapitis siltuma
65 [skaititaja mezglam 8 kompl.
66 |Noslegarmatiiras markesana 1 kompl.
Parsegumu $k&rsosanas vietas
uzlabosana (SpakteleSana,
67 |krasosana) 26 gab.
Apkures sistémas palaiSanu un
68 |ieregulesanu 1 objekts
69 |Armaturas markesana 1 objekts
70 | Veidgabalai un fasondalas 1 kompl.
SILTUMMEZGLS
1 [Siltummezgla demontaza 1 objekts
2 |T@rauda caurule DN40 10 m
3 |Térauda caurule DN50 6 m
4 [Noslegventilis DNS50 2 gab.
5 [Noslegventilis DN40 4 gab.
6 |Noslegventilis DN20 2 gab.
7 |Filtrs DN50 1 gab.
8 |Filtrs DN40 1 gab.
9 [Filtrs DN20 1 gab.
SonoMeter30 Danfos
10 |Siltuma skaititajs DN25 6.0m3/h 1 kompl.




Nr.|Nosaukums, aprikojums Izmeri, modelis| Materials |Daudzums| Meérvieniba
VM2 DNI15, kvs: Danfos
11 |Regulgjosais varsts ar piedzinu 2.5+AMVI10 1 kompl.
55kW -
004B2028 -
XB06L-1-26 Danfos
12 |Siltummainis CuU 1 kompl.
AVP DNI15 kvs- Danfos
13 [Spiediena regulators 2.5 1 gab.
Danfos
14 |Kontrolieri ECL ECL296 + A230 1 kompl.
Wilo-Stratos
MAXO 25/0,5-6
15 |Apkures cirkulacijas stiknis PN 10 1 kompl.
16 |Izplesanas tvertne 1501 1 gab.
17 |Drosibas varsts DN20 1 gab.
18 |Vienvirziena varsts DN20 1 gab.
Qnom= 1.5
19 |Udens skaititajs m3/h 1 gab.
20 |Termometrs PN16, 1200C 5 gab.
21 |Manometrs PN16, 1200C 5 gab.
22 [Manometra ventilis PN16, 1200C 9 gab.
23 |Izlaides varsts t=110°; P=8 bar 5 gab.
24 |Automatiskais atgaisotajs 3 gab.
Siltumizol.
¢aula PAROC Paroc
Akmensvates izolacijas caula, ar | Hvac Section (AD=0,045
25 |alum. atstarojosSo slani; b=50mm [AluCoat T18/50| W/m*K) 10 t.m.
Siltumizol.
caula PAROC
Akmensvates izolacijas caula, ar | Hvac Section
26 |alum. atstarojoSo slani; b=50mm | AluCoat T60/50 6 t.m.
27 |legremd&jami sensori ESMU gab. 4 gab.
28 |Izolacijas montazas materiali kompl. 1 kompl.
29 [Montazas paligmateriali kompl. 1 kompl.
30 |Sistemas markeSanas materiali kompl. 1 kompl.

Izstradaja:

Parbaudija:

Iveta Gromova

Raimonds Grieténs

16.12.20109.




SIA SM ENERGO

Rigas iela 16, Smiltene, Smiltenes nov., LV-4729
Reg. Nr.: 54103057561

T.: 29102070

AS Luminor Bank LV11NDEAOO00083102873

SIA “Smiltenes NKUP”

Pils iela 3a, Smiltene, Smiltenes novads
LV4729

Reg. Nr. 43903000435

TEHNISKIE NOTEIKUMI Nr.6-19

12.12.2019.

1. Noteikumi izsniegti pamatojoties uz SIA “Smiltenes NKUP” pieprasijumu no 11.12.2019
siltummezglu parbaves projekta izstradei daudzdzivok]u ¢ka Daugavas iela 2.

2. Pieslégsanas vieta — esosie siltumtrasu ievadi.

3. Tehniskie dati pieslégsanas vieta:

a. Esodas trases diametrs pieslégsanas vieta D48/160
b. Siltumtrases temperatiras grafiks 90-60°C (pie -25°C)
. Atlauta maksimala slodze 83.5kW

4. Projekta paredzet ,SM ENERGO” apsaimniekosana eso$o magistralo siltumapgades tiklu
saglabasanu un aizsardzibu, ieverojot Latvijas biivnormativu prasibas un LR Aizsargjoslu likumu.

5. Ja esosie magistralie siltumapgades tikli traucés veikt paredz&tos buavdarbus, tad nepieciesams
izstradat tehnisko projektu par esoso komunikaciju saglabasanu, aizsardzibu vai parvieto$anu.

6. Objekta siltummezgls projekt&jams péc atdalitas pieslegdanas shemas. Paredzet karsta tidens loka
prieksSsildisanu ar siltumtiklu atgaitu.

7. Norekinam par izlietoto siltumenergiju &ku ievadmezglos uzstadit siltumenergijas skaititajus
turpgaita.

8. Siltumenergijas padeves reguléSanu apkurei, karstam tidenim un ventilacijai izpildit automatizati
un nodroSinat atpakalgaitas ddens temperatliru  no visam siltumapgades sistemam atbilstogi
temperatiras grafikam, t.i., paredzet atpakalgaitas temperatiiras sensorus.

9. Siltumtiklu balansésanai ekas ievada uzstadit spiediena regulatoru.

10. Tehniskie noteikumi derTgi vienu gadu no apstiprina$anas dienas.

I'1. Pirms darbu uzsak3anas projektu saskanot ar SIA “SM ENERGO”.

SIA .SM ENERGO”
siltumenerggtikas un siltumtehnikas inz. M.Clircenis
tel. +37125858861




Plate Heat Exchanger Datasheet

Danfoss Hexact(v5.2.25) Ref.: 1020191216113459

Customer: Contact person:
Project: E-mail:
HEX Type: XB06L-1-26 CU Engineer: 10

Unit: 1 (Parallel) Code: 004B2028 Date: 16.12.2019 11:35:04
Calculated parameters Unit Sidel Side2
Flow Type Counter current
Load kW 55,00
Inlet temperature °C 90,00 50,00
Outlet temperature (Specified) °C 60,00 70,00
Outlet temperature (Actual) °C - -
Mass Flowrate kg/h 1573,6 2366,1
Volumetric Flowrate L/min 27,145 39,880
Total pressure drop kPa 10,17 19,53
Pressure drop - In port kPa 1,59 3,54
Total area m~n2 0,65
Surface margin % 26,4

LMTD K 14,43

HTC(Available / Service / Required) W/mA2-K 7438,0/7438,0/5883,2

Port velocity m/s 1,67 2,48
Properties of fluid Unit Sidel Side2
Fluid Water Water
Dynamic viscosity mPa-s 0,3798 0,4683
Density kg/m~3 975,7 984,1
Heat capacity kJ/kg-K 4,192 4,183
Thermal conductivity W/m-K 0,663 0,650
Specification: Unit Sidel Side2
HEX Type: XB06L-1-26 CU

Number of plates: -—- 26

Max.number of plates in current frame: -—- -

Grouping: === 1*¥12L/1*%13L

Plate Material: - EN1.4404(AISI316L)

Gasket / Brazing Material: --- CU

Connection size: - G3/4

Connection type: --- Thread

Frame color: - -

Certification/Approval type: === PED Art 4.3

Volume: L 0,3 0,325
Weight: kg 2,75

Design Temp. (Max/Min): °C 90/50

Design Pressure(Max): bar 25

Items:
Code Pcs Components

004B2028 1 XB06L-1-26 CU

External Di ion

A (mm): 320 B (mm): 95

C (mm): 270 D (mm): 45

E (mm): 48,6 F (mm): 20

Warning: Dimensions are for reference purposes only and are not to be used for construction.

Comments:

Copper brazed stainless steel heat exchanger designed and configured for district heating systems, district
cooling and other heating applications. The brazed heat exchanger features our new MICRO PLATES™, which
enable heat to be transferred more effectively than in any previous model.Energy and cost savings, Longer
life time, Corrosion-resistant design, Compact Design.
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